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a 
NOTE 


This booklet is to assist you in the proper operation of your 
DAISYWRITER. 


Before you use it, please read through this brief 
explanation. 
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FEATURES 

1. Copy Adjustment Lever/ 2. Top Cover Switch 
Impression Control When the machine is ON and 
This lever allows you to | the top cover is raised, an 
adjust the clearance between interlock switch causes the 
the platen and the "Daisy printer to stop and SELECT 
Wheel" in 5 stages in terms comes OFF. After the cover 
of the number of carbon is closed, push the READY/TEST 
copies desired and/or paper | switch to bring the printer 
thickness. With the lever back into SELECT condition. 


pushed all the way back 
(see photo), a maximum of 
5 clear copies may be made. © 3. Paper Support 

| silaecaiad The transparent paper sup- 
port slips in and out of the 
machine easily and provides 
a steady support for smooth 
paper feed in and out. 


4. Sound Shield 

Besides muffling printing 
noise, the sound shield also 
serves aS a cover to prevent 
dust accumulation in the ; 
machine or the entry of pins, 

‘¢lips or other items that 
might otherwise fall into the 
carrier/"Daisy Wheel" area. 





Additional impression 
intensity can be obtained 
by turning knob on inside 
right side of Printer 
after lifting the cover. 
Total range can be in- 
creased by lifting knob 
and turning control shaft 
counter-clockwise (to 
decrease intensity) and 
clockwise (to increase 
intensity). 


PAPER SET 


1. Pull the paper release 
toward you, so that it is in 
the fully released position. 





2. Insert paper, letting it drop 
into the slot until it rests 
on the stopper inside. (See 
1 on page 3 for multiple 
copy thickness adjustment. ) 








3. Return the paper release lever 
to its original position. 
Set your paper edge guide on 
the left. 





4. Pull the paper bail release 
lever toward you. 


ae 


Press the LF Switch 
A quick single press advances 


the paper a line (1/6 inch). 


By holding down this key, the 
paper will be fed through 
completely. Remember to re- 
position the paper bail after 
the paper has cleared the 
typing area by pushing back the 
paper bail release lever. 





Paper may be fed through man- 
ually by pressing in the platen 
knob and turning it away from 
you to move the paper. However, 





never attempt to - turn the platen 
knob without pressing -it in, as 
you may damage the. machine. 
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CHANGING THE DAISY WHEEL CASSETTE 





The Daisy Wheel can be changed 
easily, because it is enclosed 
in a clean, fuss-free cassette. 
Typeface changes can be made 
very quickly with hardly any 
interruption in your work. The 
pitch and character style is 
indicated on the Daisy Wheel 
itself. The cassette replace- 
ment procedure is as follows: 


le Litt up the top cover. 





Wote: Never attempt to change 
a cassette without first 
raising the top cover. 
Failure to do so may re- 
sult Lm printing or the 
wrong character(s). 


2. Pull the motor lock Knob 
towards you. 





2. Lift out the Daisy Wheel 
cassette by means of the 
concave "ear" on its upper 


right-hand corner. It slips 
out easily. 


Note: 


oO’ 
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Insert Daisy Wheel cassette 
replacement in the reverse 
order of 3 above. (Cassette 
slips in smoothly when press- 
ed slightly towards you while 
inserting.) 


_ 


Now push the motor lock knob 
firmly towards the platen un- 
til it locks into place with 
a clicking sound, «(Failure 
to lock the cassette will 
make correct printing impos- 
Sible. Re-insert and lock 
again if necessary.) 


Be careful not toe insert 
the Daisy Wheel cassette 
backwards. The "ear" 

should be on the right. 
eS ; {°° 






Check to be sure that the rib- 
bon iS positioned properly be- 
fore closing the top cover. 
There 1s no need to change the 
cassette ribbon in connection 
with a Daisy Wheel cassette 
cnange. 


RIBBON CARTRIDGE CHANGE 


3. Pull the ribbon load lever 
from the (A) position to 
(1) position (see diagram). 


The following IBM-type 
ribbons are available: 


* Multa-strake film car- 
tridge(blue leader & 
Spindle) 

(interchangeable with 
IBM Selectric II/IIiI 
ribbon #1136391) 
Approximately 500,000 
impressions/cartridge 

* Single-strike film 
cartridge(pink leader 
& spindle) 

(interchangeable with 
IBM Selectric ITI/ilri 
ribbon #1299095) 
Approximately 120,000 
impressions/cartridge 


To remove a cartridge: 
1. Lift up the top cover. 


2. Slide the carrier manually 
to the middle. 





(Incidentally, you can look 
through the (Gy) siot to. de- 
termine how much useable 
ribbon remains.) 








To insert a cartridge: 


1. Make sure that the ribbon 4. Insert the colored cellophane 
load lever is at (1) position. lead ribbon through the guides 











5.. Turn the knob (H) in the di- 
rection of the arrow until 
the inked portion of the rib- 
bon passes beyond the ribbon 
guide D. 


6. Return the lever from (1) to 
the (A) position. 





2. Drape the un-inked part of 
the ribbon over the guide- 
post B and through the 
ribbon guides C and D. 


3. Holding the cartridge 
level and aligning it to 
fit between the spring 
clips (E), lower and 
press down on both ends 
of the cartridge. 








OPERATING PROCEDURES 
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Be sure that a ribbon is 
installed in the printer 
and an adequate supply 
of paper has been in- 
stalled. 


Place POWER ON/OFF switch 
in ON position. "POWER 
ON" indicator should be 
visible on the control 


panel. 


Activate READY switch. 
Printer is ready to 
accept data. 


OPERATING NOTES 


Is 


Always plug into a 3- 
wire grounded outlet. 


Do not leave or place 
objects on any part of 
printer. 


Do not subject printer to: 
temperatures below +40°F 
(4°C) during operation; 

to a sudden change in tenm- 
perature; to dust; to mois- 


ture; or to extreme shock. 


Use only a dry, soft cloth 
to clean printer surfaces. 
Do not use harsh detergents 
or chemicals. 


Avoid touching the face of 
the typing element when 
handling paper or changing 
ribbons. 


Periodically clean ink 
buildup from ribbon guide 
path and remove paper dust 
from interior of printer. 


Annual lubrication is re- 
quired in accordance with 
maintenance instructions 
in Daisywriter Service 
Manual. 





TROUBLE-SHOOTING TIPS 


ole 


Following are a few tips on trouble-shooting problems that 
may be solved easily. 


TROUBLE 


PROBABLE CAUSE 


~ REMEDY 


OO as cs 


Roll Paper/Single 
sheet Paper does 
not advance. 






Paper jams or 
crinkles under 
platen. 


Ribbon does not 
feed properly. 


Printer completely 
inoperative 


Power applied/ 
data sent. 
Printer does 
noe PRINT. 


Pinch roller release 


lever in open 


position. 


Ribbon twisted or 
improperly loaded. 


AC input plug not 
connected. 


Paper Jam 


Fuse blown 


Cable between input 
device and printer 
not connected. 


READY switch in 
OFF position. 


Push pinch roller 
release lever forward 
to closed position. 


*Lift top cover, raise 
the paper rest. 
*Move the carrier manual- 
ly to the middle. 
*Pull-back/hold paper 
bail release lever. 
*Depress spring release 
on either side of platen 
*Lift out platen and re- 
move paper. 
*Replace platen and re- 
verse above procedure. 


Check ribbon threading 
diagram and correct as 
required. (See Item 3,Pg. 7) 


Connect AC input plug 
to power source. 


Set POWER switch to OFF 
position and carefully 
clear paper jam. (See 
above) Check condition 
of ribbon before setting 
POWER switch to ON 
position. 


Check if "Power" lamp 
if lit... LE not Lit, 
replace fuse. 


Check that connectors at 
both ends of data input 
cable are properly 
connected to mating 
SONNECTOFS « 


Depress switch to READY 


position so that green 
READY lamp is lit. 


see, 


